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Skupin produktů

HUBER poskytuje následující skupiny produktů:

Vybavení montážních šachet (např. poklopy, žebříky, nášlapy apod.)

Technické dveře a brány (např. vzduchotěsné dveře a okna, bezpečnostní dveře a poklopy)

Kontrolní a izolační vybavení (např. šoupata, hradidla, hladinové sondy nebo zpětné klapkys)

Potrubní armatury (např. adaptéry, kompenzátory, ohebná spojení a spony)

Stěnové průchodky (např. utěsnění jednostranná, nebo oboustranná, radiálně nastavitelná)  

Ochranné zábradlí, chodníky, ochozy (např. pochůzkové rošty, plošiny, obslužné lávky)

Vybavení usazovacích nádrží (např. nátoky typu Stengel, omezovače pěny, přepady a kanály)

Detaily

RENTABILITA NÁKLADŮ U NEREZOVÉ OCELI

Cost-Effectiveness of Stainless Steel

When consulting engineers or operators from other continents visit plants in Switzerland, Austria or Germany, they are often surprised
that most components are made of stainless steel and that operation rooms are neatly tiled. They are also surprised to learn that the
plants are staffed with few operators. They understand the context when we explain that labour is far more expensive than material, at
least in Europe.

Zinc coated carbon steel components and pipelines must be assembled and adjusted, disassembled and galvanized, and then again
reassembled, which is very labour-intensive. If the zinc coating is deficient or becomes damaged, rapid electro-chemical corrosion
occurs. Durable repair of damaged zinc coatings is hardly possible.

Resin-coated carbon steel components must be de-rusted and primed before coating. After a few years, when the coating is
damaged, defective areas have to be de-rusted and coated again.

Ductile pipes have thick walls and are heavy. They are little affected by corrosion, but the pipes cannot be welded. On-site installation
requires many adaptor pieces. Coats of paint do not last long and re-painting is necessary every few years.

Components of aluminium are protected against corrosion by their oxide layer, but they can not be adjusted easily on-site. Aluminium
is poorly resistant against ammonium and ammonia, which lead to pitting corrosion. Stainless steel components are resistant in most
environmental conditions if the right quality is chosen. Corrosion allowance is not required.

Stainless steel can be welded on site. Maintenance labour is minimal if contamination with surface rust or contact with rusting objects
is prevented.

HUBER řešení s vybavením z nerezové oceli
Vyšší náklady nerezové oceli jsou bohatě vykoupeny nižší pracností zpracování i údržby a zejména vynikající odolností produktu.
Lidové rčení říká: „nejsme tak bohatí, abychom si mohli kupovat levné věci“ a pro výrobky na poli zpracování odpadních vod to platí
dvojnásob (viz: rentabilita nákladů u nerezové oceli).

Vyvíjíme a produkujeme širokou škálu výrobků pro užití ve spojení s čistěním odpadních vod. Díky našemu efektivnímu hospodaření a
vysokým objemům výroby je jejich cena plně konkurenceschopná i v dnešním náročném tržním prostředí.
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